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The I.I.S  Overhead Inspection System utilizes a 30’ Gooseneck Telescoping Carbon 

Fiber Pole equipped with a color zoom self illuminated camera that connects to a 

chest worn LCD Display with DVR capability. 

Eliminates scaffolding for overhead inspections 

 Hangers 

 Snubbers 

 Valves 
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Pole:  

The Gooseneck Carbon Fiber Pole is 6’ and extends to 30’.   
Has a one foot, flexible gooseneck for easy camera                                    
orientation.  A removable rigidizer tube is included for                                
use, when stability of the gooseneck is needed.                                              
All poles have easy to use                                                                         
locking collars between                                                                                    
sections and are waterproof                                                                                           
& submersible.  

Rugged Locking Collars 

6 ft. 

30 ft. 

Flexible Gooseneck 



Innovative Industrial Solutions, Inc. 

2830 Skyline Drive  Russellville, AR 72802 

Phone (479) 968-4266              Fax (479) 890-9072                           www.i-i-s.net 

DISPLAY: 

The WalkAbout® DVR is a battery-powered, rugged weatherproof video monitor with 
integrated Digital Video Recording (DVR). The 5.6 inch, high resolution, color LCD is 
sunlight readable and provides maximum image detail and clarity in all operating                   
conditions. The integrated DVR with removable SD card digitally records both video 
and still images with a simple push button.. 

It is available in two configurations: as a single unit (WM-5.6-DVR); or as two separate 
components, the LCD (WM-5.6-LCD) and the base (WMD-BASE). The split                           
configuration has a lower profile that is often preferred in a tactical situation. 

Single Config.                                              Split Config.            

Display Size 5.6” diagonal 

Res. 640 x 480 

Power Options Internal NiMH rechargeable battery external 12V DC Input 

Battery Life 1.66 hours depending on camera and illumination 

Operating Temp 14°F to 158°F 
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CAMERA: 

The Zoom Camera is a white light self-illuminated, color, zoom camera with an                      
impressive 10x optical zoom making it well-suited for both tactical and search                        
applications. The rugged, waterproof housing protects the camera's high performance 
Digital Signal Processor that enhances image quality. Zoom controls are conveniently 
located on the WalkAbout III and WalkAbout DVR bases.  

Lux 0.015 

Illumination 24 white LED’s 

Size 2.7” D x 4” L 

Weight .66 lbs 

Operating Temp 32°F to 122°F 

Zoom 10x optical      4:1 digital 

FOV 5.4 to 50° optival 

Effective  Distance ( Good Light) 1’-200’ 

Effective  Distance ( Complete Darkness) 1’-100’ 


